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SB (54) Title: APPLICATION AID FOR THE TREATMENT OF BONE DEFECTS 

= < 54 > Bezeichnung: APPLIKATIONSHILFE FUR DIE BEHANDLUNG VON KNOCHENDEFEKTEN 




m 

^3 (57) Abstract: Disclosed is an application aid (1) for introducing a material (12) used for the treatment of bone defects into a natural 
^ bone or a natural bone structure. Said application aid (1) comprises a largely flexible, tubular or sleeve-shaped outer part (2) that is 
^ composed of at least two components (3, 4) which can be coaxially moved into each other, a largely flexible, preferably tubular or 
^ sleeve-shaped inner part (7), and a discharge port (1 1 ) for the material, preferably on the outer part (2). The inventive application aid 
<S| is preferably embodied such that at least one element which can be moved radially outward at least in part is provided in the interior 
ON Said element represents particularly a balloon. 

*g (57) Zusammenfassung: Eine Applikationshilfe ( 1) zum Einbringen eines Materials ( 12) fur die Behandlung von Knochendefekten 
^ in einen naturhchen Knochen oder eine naturiiche Knochenstruktur besitzt ein weitgehend flexibles, rahren- oder hulsenfdrmiges 
<S| AuBenteil (2), das aus mindestens zwei koaxial ineinander verschiebbaren Bauteilen (3, 4) besteht, ein weitgehend flexibles vor- 

Ozugsweise rohren- oder hulsenformiges Innenteil (7), und eine Austragdfrhung (11) ftir das Material, vorzugsweise am AuBenteil 
(2). Diese Applikationshilfe 
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ist vorzugsweise so ausgestaltet, daB im Innenen mindestens ein Element vorgesehen ist, das mindestens teilweise radial nach auBen 
bewegt werden kann. Bei diesem Element handelt es sich insbesondere urn einen Ballon. 



